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Our policy is one of continuous product development and we therefore reserve the right to vary the product specification in this sales brochure. 
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ROLLER SHUTTER DOORS 

 

The pickets on standard doors are  

50 mm x 100 mm steel hollow section. 

The panels are a sandwich type 
construction with a high density CFC free 
foam between two cold rolled galvanised 
sheets providing an overall thickness of 
43 mm and width of 630 mm.   
The external finish is from our standard 
HP200 Plastisol range and internally 
panels are Polyester white. 
All other mild steel door components  are 
degreased and primed with one coat of 
rust resisting primer paint. 

The top track on doors up to 7 metres high 
are manufactured from heavy cold rolled 
steel section as shown.  Special fabricated 
top track for doors over 7 metres high. 

The standard bottom track is 
manufactured from parallel channels back 
to back with intermediary bracing 
dependant on application. 

Nylon brush strips to top and bottom of 
panels, EPDM rubber seal between 
intermediary panels. 

U-Value for panel – 0.43w/m² ºC. 
 

Door weight – 55kg/m² of door area. 
 

Bunching size – 630 mm each side on 
doors up to 7600 mm overall width - 
(add 135 mm each side for every extra 
2.4 metres or part thereof). 
Standard top track – Openings up to 
and including 7 metres operating height  
(7 to 16 metres, consult the technical 
department). 
Maximum Door height – 16 metres 

Operation – Manual to 5 metres high –  
 

Electric operation over 5 metres. 

Our policy is one of continuous product development and we therefore  
reserve the right to vary the product specification in this sales brochure 

Carrington Centurion Roller Shutter Doors. 
 
This traditional style door can be used for 
security on any type of opening and  
protection to shop windows or offices. 
 
Doors are supplied in galvanised steel 
as standard but are also available with 
a plastisol or powder coated finish. 
 
Doors available as manual push up,  
chain operation, single or three phase  
electric. 
   
KEY FEATURES 
 
Cold rolled pre-galvanised strips. 
Variable gauge to suit opening application. 
PVC or steel endlocks. 
Heavy gauge cold rolled bottom rail. 
Seamless mild steel roller. 
Mild steel endplates. 
Counter balance springing. 
Heavy gauge guides. 
Single or double reduction gear. 
 
Cylinder pin locks to push up doors. 
Chain locking boxes to chain operated  
doors. 
 
Electrically operated doors are also  
available as remote control operation, via 
hand held remote controls or induction 
loops set into the floor. 
 
A full set of safety features are also 
available, photo cell safety beams, warning  
buzzers, traffic lights etc., 

 

 

 

Available in solid or perforated lath,  
in galvanised steel, plastisol or powder coated finishes. 

 

We carry a large range of roller shutter door parts to 
enable us to offer an emergency repair service 

in the event of a door failure 

 

 


