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Our policy is one of continuous product development and we therefore reserve the right to vary the product specification in this sales brochure. 
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DOCK SHELTERS 

 

The pickets on standard doors are  

50 mm x 100 mm steel hollow section. 

The panels are a sandwich type 
construction with a high density CFC free 
foam between two cold rolled galvanised 
sheets providing an overall thickness of 
43 mm and width of 630 mm.   
The external finish is from our standard 
HP200 Plastisol range and internally 
panels are Polyester white. 
All other mild steel door components  are 
degreased and primed with one coat of 
rust resisting primer paint. 

The top track on doors up to 7 metres high 
are manufactured from heavy cold rolled 
steel section as shown.  Special fabricated 
top track for doors over 7 metres high. 

The standard bottom track is 
manufactured from parallel channels back 
to back with intermediary bracing 
dependant on application. 

Nylon brush strips to top and bottom of 
panels, EPDM rubber seal between 
intermediary panels. 

U-Value for panel – 0.43w/m² ºC. 
 

Door weight – 55kg/m² of door area. 
 

Bunching size – 630 mm each side on 
doors up to 7600 mm overall width - 
(add 135 mm each side for every extra 
2.4 metres or part thereof). 
Standard top track – Openings up to 
and including 7 metres operating height  
(7 to 16 metres, consult the technical 
department). 
Maximum Door height – 16 metres 

Operation – Manual to 5 metres high –  
 

Electric operation over 5 metres. 

Our policy is one of continuous product development and  
we therefore reserve the right to vary the product specification in this sales brochure 

Carrington Dock Shelters and Seal protect staff 
and good from the elements, whilst helping to 
maintain internal temperatures. 
 
Foam Dock Pads 
 
A simple cost effective and easy to install 
method of achieving a seal between the vehicle 
and loading bay. 
 
KEY FEATURES 
 
Manufactured from heavy duty woven fabric 
with heavy duty wear pleats and sewn in yellow 
parking guides. 
 
Custom made to fit your fleet. 
 
Rigid or Retractable Dock Shelters. 
 
Made to either finish a dock height or continue 
to the floor, they provide an effective wide seal 
on a wider range of vehicles. 
 
KEY FEATURES 
 
Manufactured from heavy duty fabric, on a rigid 
or retractable framework. 
 
Effective rain protection – no more wet and 
slippery floors. 
 
Custom made to fit your fleet. 

 

 

    


