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Our policy is one of continuous product development and we therefore reserve the right to vary the product specification in this sales brochure. 
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The pickets on standard doors are  

50 mm x 100 mm steel hollow section. 

The panels are a sandwich type 
construction with a high density CFC free 
foam between two cold rolled galvanised 
sheets providing an overall thickness of 
43 mm and width of 630 mm.   
The external finish is from our standard 
HP200 Plastisol range and internally 
panels are Polyester white. 
All other mild steel door components  are 
degreased and primed with one coat of 
rust resisting primer paint. 

The top track on doors up to 7 metres high 
are manufactured from heavy cold rolled 
steel section as shown.  Special fabricated 
top track for doors over 7 metres high. 

The standard bottom track is 
manufactured from parallel channels back 
to back with intermediary bracing 
dependant on application. 

Nylon brush strips to top and bottom of 
panels, EPDM rubber seal between 
intermediary panels. 

U-Value for panel – 0.43w/m² ºC. 
 

Door weight – 55kg/m² of door area. 
 

Bunching size – 630 mm each side on 
doors up to 7600 mm overall width - 
(add 135 mm each side for every extra 
2.4 metres or part thereof). 
Standard top track – Openings up to 
and including 7 metres operating height  
(7 to 16 metres, consult the technical 
department). 
Maximum Door height – 16 metres 

Operation – Manual to 5 metres high –  
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Carrington Doors offer a comprehensive range 
of quality PVC products for all applications. 
 
Extremely cost effective, they can quickly pay for 
themselves by saving energy and improving the 
working environment. 
 
Individual PVC strips overlap each other to form 
a flexible sheet that will cover any size of opening 
yet still be accessible to vehicles and 
pedestrians.   
 
KEY FEATURES 
 

Retain heat or chilled air 
 

Improve workplace safety 
 

Clear strips allow natural light to pass through 
 

Reduce noise levels 
 

Safe easy access for people and vehicles. 
 

Virtually maintenance free. 
 

Available for all temperature ranges. 
 

Help to keep out flying insects and birds. 
 

Safe, self extinguishing material. 
 

Manual or powered slide aside systems. 
 

Tinted welding screens reduce harmful U.V. light 
by over 90% 

 

 

 

Break the cycle of 
energy loss 

 
Keep existing curtains 
in peak condition by 
replacing damaged 

strips from our readily 
available selection. 


