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DOCK LEVELLERS 

 

The pickets on standard doors are  

50 mm x 100 mm steel hollow section. 

The panels are a sandwich type 
construction with a high density CFC free 
foam between two cold rolled galvanised 
sheets providing an overall thickness of 
43 mm and width of 630 mm.   
The external finish is from our standard 
HP200 Plastisol range and internally 
panels are Polyester white. 
All other mild steel door components  are 
degreased and primed with one coat of 
rust resisting primer paint. 

The top track on doors up to 7 metres high 
are manufactured from heavy cold rolled 
steel section as shown.  Special fabricated 
top track for doors over 7 metres high. 

The standard bottom track is 
manufactured from parallel channels back 
to back with intermediary bracing 
dependant on application. 

Nylon brush strips to top and bottom of 
panels, EPDM rubber seal between 
intermediary panels. 

U-Value for panel – 0.43w/m² ºC. 
 

Door weight – 55kg/m² of door area. 
 

Bunching size – 630 mm each side on 
doors up to 7600 mm overall width - 
(add 135 mm each side for every extra 
2.4 metres or part thereof). 
Standard top track – Openings up to 
and including 7 metres operating height  
(7 to 16 metres, consult the technical 
department). 
Maximum Door height – 16 metres 

Operation – Manual to 5 metres high –  
 

Electric operation over 5 metres. 
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Assist loading and unloading with a Dock Leveller 
System. 
 
Manufactured to full European safety standards and 
specifications. 
 
Safety is assured by a pressure lock valve within 
the single ram, which prevents the platform 
descending under load if the vehicle inadvertently 
pulls away or in the event of a hose failure. 
 
The leveller is available with a hinged swing or 
telescopic extending lip and can be manufactured 
to suit new or existing pits. 
 
KEY FEATURES. 
 
Heavy duty chequer plate platform and lip. 
 
Reinforced sub frame with integral toe guards. 
 
Large diameter main cylinder. 
 
Automatic lip operation. 
 
Hydraulic function controlled by fluid logic block 
providing optimal safety and durability. 
 
Standard capacity 6.5 tonnes. 
 
Anti corrosive finish 
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